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Constant voltage LED Control
12-24Vdc LED Universal controller

Constant voltage LED Control
Dimmer Led 12-24Vdc

PLANO-MASTER PLANO-MASTER/4

Universal control unit for constant voltage LEDs 12-24Vdc, 

selectable software: 1. Single color dimmer, 2. CCT tunable white, 

3. RGB, 4. RGBW.

4 command modes: 1. wires push button (1 input), 2. Radio RF, 3. 

Remote control Wi-Fi with App iOS and Android, 4. Voice command 

copatible with Google Home and Alexa Amazon. Connection cable 

(lenght 30 cm) to the power extender TOP-V8/4EXT included.

Universal control unit for constant voltage LEDs 12-24Vdc, 

selectable software for the management of one to four LED outputs.

2 command modes: 1. wires push button (1 input), 2. Radio RF. 

Connection cable (length 30 cm) to the power extender TOP-

V8/4EXT included.

Code PLANO-MASTER

Power supply 12-24 Vdc

Output 30 cm cable with connector for 
Top-EXT4

Selectable function

Mode 1: Dimmer
Mode 2: W=50%CW + 50%WW
Mode 3: W=100%CW + 100%WW
Mode 4: RGB
Mode 5: RGBW (W=W)
Mode 6: RGBW (W=W+RGB)

Input 1 NO push button

No. Programmable transmitters 30

Radio frequency 433.920 MHz ISM

Smart wireless WiFi 2,4GHz

Smart control App OneSmart

Vocal control Google home - Alexa Amazon

Protection rating IP20

Working temperature -20 +55 °C

Dimensions 80X80X16

Code PLANO-MASTER/4

Power supply 12-24 Vdc

Output 30 cm cable with connector for 
Top-EXT4

Selectable function

Mode 1: 1 channel
Mode 2: 2 channels
Mode 3: 3 channels
Mode 4: 4 channels

Input 1 NO push button

No. Programmable transmitters 30

Radio frequency 433.920 MHz ISM

Smart wireless WiFi 2,4GHz

Smart control App OneSmart

Vocal control Google home - Alexa Amazon

Protection rating IP20

Working temperature -20 +55 °C

Dimensions 80X80X16

Code TOP-V8/4/EXT4

Power supply 12-24Vdc

Output

4 x Led 12-24Vdc
Max power / output: 8A
(96W with 12V, 192W - 24V)
Max total power: 24A
(288W with 12V, 576W - 24V

Protection rating IP20

Working temperature -20 +55 °C

Dimensions 174x46x35

Code TOP-V8/4/EXT4

Power supply 12-24Vdc

Output

4 x Led 12-24Vdc
Max power / output: 8A
(96W with 12V, 192W - 24V)
Max total power: 24A
(288W with 12V, 576W - 24V

Protection rating IP20

Working temperature -20 +55 °C

Dimensions 174x46x35

Power extender unit for Top-V8 and Plano Master. Power

supply 12-36 Vdc. 4 outputs for constant voltage LEDs max 8A

per output and total max 24A .It’s possible to connect up to 10

TOP-V8/4EXT to each Master. Connection between Master

and Extender with 6 wires cable and RJ11 connector.

Power extender unit for Top-V8 and Plano Master. Power

supply 12-36 Vdc. 4 outputs for constant voltage LEDs max 8A

per output and total max 24A .It’s possible to connect up to 10

TOP-V8/4EXT to each Master. Connection between Master

and Extender with 6 wires cable and RJ11 connector.

Connection cables for TOP Extender Connection cables for TOP Extender

Code: Wi-Top30
Connection cable. Length 30 cm.

Code: Wi-Top500
Connection cable. Length 5m

Code: Wi-Top30
Connection cable. Length 30 cm.

Code: Wi-Top500
Connection cable. Length 5m

Code: Wi-Top100
Connection cable. Length 100cm.

Code: Wi-Top1000
Connection cable. Length 10m

Code: Wi-Top100
Connection cable. Length 100cm.

Code: Wi-Top1000
Connection cable. Length 10m
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